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Notes:
1.Type:Film to Glass               2.Operating Voltage:≤10V
3.Operation Temperature:-10℃～60℃Storage Temperature:-20℃～70℃
4.Life Time：＞1，000，000 times   5.Connect Material:FPC
6.Response Time:≤10ms             7.Linearity:≤1.5%
8.Transmittance:≥80%              9.Surface Hardness≥3H(pencil)
10.Operation force：20g～80g       11.Resistance: X : 250Ω - 450Ω Y : 600Ω - 1300Ω

B

C

D

4 3 2

A

B

C

D

4 3 2 1

±0.3

MODIFY DATEVERSION

PIN Assignment

1

X-

2

Y+

3

X+

4

Y-

VERSION:

1.0

MODEL NO. DRAWN: DATE:

TS058A4N1

PIN1 PIN4

1.4±0.15

TO
P 

IT
O 

Fi
lm

 0
.1

88
mm

Ba
ck

 I
TO

 G
la

ss
 1

.1
mm

1 4

126±0.3

V.A&A.A 118,7

10
1,

5±
0.

3

V.
A&

A.
A 

89
,5

3,82,
5

4.8″

50
,5

±
0.

5

13
W*0,5±0.3
P*1±0.05
5±0.1

7*
CO

NT
AC

T 
SI

DE

5*
ST

IF
FE

NE
R

0,3

X+ X-

Y+

Y-

Print to PDF without this message by purchasing novaPDF (http://www.novapdf.com/)

Obey Co., Limited

http://www.novapdf.com/
http://www.novapdf.com/

